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Warranty

2-YEAR LIMITED WARRANTY AQUA-HOT®
HYDRONIC HEATING SYSTEM

Aqua-Hot Heating Systems Inc. warrants the Aqua-Hot Heater to be free from defects in ma-
terial and workmanship under normal use and service for a period of two years on both parts
and labor commencing upon the original date of registration of the vehicle. Replacement
parts are warranted for the remainder of the Heater’s standard warranty coverage or for six
months, whichever is greater. The intent of this warranty is to protect the heater’s end-user
from such defects, which would occur in the manufacturing of the product. Thus, problems
due to improper specifications, improper installations, improper use, the use of accessory
parts or parts not authorized by Aqua-Hot Heating Systems Inc., repair by unauthorized per-
sons, and damage or abuse of the heater are specially excluded from warranty coverage.

For additional information, or to obtain a warranty repair authorization, please contact the
Aqua-Hot Heating Systems Warranty Administrator at 574-AIR-XCEL (574-274-9235) (7:00
AM to 4:00 PM Mountain Standard Time) or visit www.aquahot.com.

My Comfort Zones are On-Board
Vehicle:

Purchased From:
Dealer Information:
Name:

Location:

Phone Number:

Heating System:
Serial Number:

Scan the QR code on the right with your
mobile device to take you to the website
to register your Aqua-Hot product.



Installation Manual

=
==

Aqua-Hot Heating Systems, LLC
7755 Miller Drive, Frederick, CO 80504

Visit us online at www.aquahot.com
Call us at (800) 685-4298 or (303) 651-5500
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